BEARING SECTION LIMITING LOAD DIAGRAM

Compressive loads - Catalogue reference

12-25 0755/1-04240

B 855
o 815 120
_ 922 B 757 T
Y 360
/ L
A ,’l ‘ E T+
; T
| / zZ 300
| . 3 r
I / c T
[}
| /' c 240 T
! o
| / = I
TH N\ | ,/ 2 180
| : / S =
' / A — re
| | - N~ ic) 120 —
I / ©
! | | j 2 I
' | / O_ 4
I ! - 60
| | N - I
i I / 1
| | / e e S R
' | y 1 v 0 200 400 600 800 1000 1200 1400
/
' Equivalent axial load [kN
M20 610 q [kN]
. 630 ——— Bolt curve Rp0.2 - Bolt grade 10.9
694
— Raceway curve
B 753
Follow the technical information in the source catalogue.
REFERENCE NOTES MERYDOM
Dimensions in mm. Catalogue section; do not scale. _ _
. . . : : : Single-row four-point contact ball
Original catalogue dimensions and section details retained.
Outer ring: 24 x @22 - La @815 12_25 0755/1 _04240
Inner ring: 24 x M20 - Li @694
Reference: IMO - PDF 12 Reference: IMO / 12-25
OD @855 - ID @610 - H 80 - La @815 - Li @694 mm
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