BEARING SECTION

LOAD CAPACITY

Rothe Erde 061.30.1500.200.11.1504

h 1501 Static boundary load curves
P Race — Bolts 10.9
< 31500 1800
l€ " 1600
| 31432 1400
o > @22 [+ 21388 £E 1200
5= 1000
v | 2=
A | | | A = OEJ 800
RS
A VYA T ee 600
. 400
200
0
0 200 400 600 800 1000 1200 1400 1600 1800 2000 2200 2400 2600 2800 3000 3200 3400 3600 3800 4000
Axial load (kN)
2 o —k L_4 6% Q Utilization period — 30,000 revolutions
A\ Race
= 1300
S 1200
1100
© 1000
2F 900
: N 22 800
| vV 2 700
\4 \ | | | g GE) 600
B | X 82 300
© € 400
P 300
> @22 [ < 31498 200
| 100
g *6 I 1568 ° 0 100 200 300 400 500 600 700 800 900 1000 1100 1200 1300 1400 1500 1600 1700 1800 1900 2000 2100
< 1644 Axial load (kN)
P Raceway read-off loads require application factors: static fstat; utilization fL.
©1677.6 See source Table1, printed page61. Curve parameter:30,000 full-load rotations.
Application-specific factors are not selected here.
Dimensions in mm. Reference drawing; do not scale.
, : Single-row four-point ball bearing
Source: Rothe Erde EN1225; dimensions p76; load chart p76.
Da1677.6/Di1388;DL1500/01501/U1498;H89/80/63;Ho9/Hu26;La1568/Li1432:48@22 through;boltM20;d1644/m12/z137/x+6/k-1.2;bmin=79;X1 59.54/X2 119.07kN;n1=6;@<2000 +3.5mm 061 30 1 500 200 11 1 50 4
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